
FEMA Preliminary Flood Maps
Current Monroe County Coastal Study

Data is outdated

ÅSurge analysis is 30-40 years old

ÅLimited detail profiling of 
coastline

Å/ƭƛƳŀǘŜ Řŀǘŀ ƛǎ ŦǊƻƳ ǘƘŜ мфтлΩǎ

ÅNew Development and land 
alterations

Why is This 
Happening?



Monroe County Coastal Study Timeline*

* Dates are subject to change 

Draft Map

March 18, 2021 - Estimated



Current Flood Zones
Current County Flood Zones

Å Zone AE:  An area inundated by 1% annual chance flooding, for 
which BFEs have been determined.

Å Zone VE:  An area inundated by 1% annual chance flooding with 
velocity hazard (wave action) for which BFEs have been 
determined.

Å Shaded X Zone:  An area of moderate flood hazard between the 
limits of the base flood and the 0.2% annual chance flood.

Å Unshaded X Zone:  An area of minimal flood hazard outside the 
SFHA and higher than the elevation of 0.2% annual chance flood.



Proposed NEW Flood zone: LIMWA - Coastal Area 
Regulatory Zone Definition

* LiMWA= 
Limit of Moderate 
Wave Action

* NEW!



Identifying LiMWACoastal Area on New Maps

Limits of Moderate Wave 
Action Line

ÅCharacterized by a thin black-and-
white hashed line with triangles

ÅLocated landward of VE Zone 
Boundary

ÅThe arrows point to the new Coastal 
A Flood Zone



Identifying LiMWACoastal Area on New Maps

Not 
Coastal 

A



Building Requirements in LIMWA Coastal A

FBC:

ÅV Zone Requirements where Coastal A delineated ςFlorida 
Building Code: ASCE-24-14

IRC:

ÅмΩ CǊŜŜōƻŀǊŘ ƛƴ /ƻŀǎǘŀƭ ! ǿƘŜǊŜ ŘŜƭƛƴŜŀǘŜŘ 


